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Open Voice/Handset Intercom

• Duplex intercom with CEU
• Max. 48, 88 & 128 station capacity
• Total handsfree open voice communication almost simultaneous with

auto or slow voice switching. Complete simultaneous w/handset.

• Variety of standard features: Speed dial, mic. cut, temporary privacy
release, break-in signal & voice, camp-on busy, secretary (station)
transfer, call transfer, call holding, all call through stations, zone page
or all zone page through external speakers, conference call, absence
memory w/call back, page to selected zones.

RCX/B128
STATION

Communication network & wiring System components

RA-D
Open voice/handset
combination master

RCX-48/B: 48-station CEU
RCX-88/B: 88-station CEU
RCX-128/B: 128-station CEU

MC-A/A: Zone page
adaptor → P.73

PB-YKX: Talkback
adaptor → P.73

RA-A
Open voice master
w/private bar switch

RA-B
Flush-mount master

RA-C
Flush-mount sub

•  Options

* Punch block terminals on each RCX/B-CEU;
RCX-48/B: 10~57 numbered.
RCX-88/B: 100~187 numbered.
RCX-128/B: 100~227 numbered.

Central exchange units
RCX-48 CEU/B plus station cards XC-092 (6 pcs)
RCX-88 CEU/B plus XC-092 (11 pcs)
RCX-128 CEU/B plus XC-092 (16 pcs)
For additional channels, add one or two XC-091 Duplex Link card.
Station units: RA-D, RA-A, RA-B or RA-C sub according to
environment and purpose.

RCX-CEU/B: 220-240V AC, 50/60 Hz.
RCX-48 CEU/B: 80W, 45W standby.
RCX-88 CEU/B: 125W, 60W standby.
RCX-128 CEU/B: 150W, 70W standby.
4, 8 & 12 mounted, each 8 more
channels added.
Open voice total handsfree, handset
private or press-to-talk.
Mono-frequency duty modulation.
2 or 3-digit dial #10-57 (RCX-48/B). #100-
187 (RCX-88/B). #100-227 (RCX-128/B).
PAM Time sharing multi-network
220Ω loop
2 twisted pairs, homerun

0.65mmø 0.8mmø
2,000m 3,000m

Specifications (RCX/B)

Power source
Consumption

Talk channels

Communication

Dialing

Internal network
Line resistance
Wiring
Distance
• CEU to RA-D
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2 pairs

Paging/control
(4 zones)

RA-B or
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66

20
0

83
.5

14
5

100

70

76

148

2
6
0

11150

2
2
0

90

83
.5

G
O

V
E

R
N

M
E

N
T

O
F

F
IC

E
/M

IL
ITA

R
Y

70

•  Microprocessor built-in intercom expandable
to max. 90 stations on 4-pair cable.

•  Max. 2.9Km extended.
•  Paging zones incorporable.

•  Communication functions: Camp-on busy, secretary 
transfer, call transfer.

•  Line-off trouble on one channel does not affect the 
rest channels.

Handset Intercom

YAZ-90-390
STATION

Communication network & wiring System components

YAZ-90-3
Phone extension

Use YAK-A Terminal
Box for desk use

YAW-R, 1-zone page 
adaptor   → P.73

YAW-RA, 8-zone page 
adaptor   → P.73

•  Options

YAZ-90-3: Master station
YAK-A: Terminal box for YAZ desk-top use
24V DC power supply: PS-24E per each block

YAZ-90-3

YAZ-90-3

YAZ-90-3
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YAZ-90-3
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PS24 PS24

: PS-24EPS24

STATION

Remove +, – wires
between blocks.

0.65mmø 0.8mmø
1,900m 2,900m

YAZ-90-3

24V DC, 150mA max.  20mA standby.
PS-24E per 30-station block.
Dial 2-digit station # to ring opponent
with tone or voice pressing PAGE.
Communicate with secrecy on each
channel (max. 3). 
Must not exceed 200Ω for farthest
stations. 20Ω for power line.
4-twisted pairs (shielded) in loop.

Specifications (YAZ-90-3)

Power source
Power supply
Communication

Line loop
resistance
Wiring
Total wiring distance
• Farthest YAZ's
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